FOUND SPINDLE AT ’ | J“
SEC 3 § SEC 2 N 89'57°23" W 2462.50° SECTION CORNER PIPELINE AS—BUILT SURVEY FOR
SEC 10%\SEC 11 ' PIPELINE AS—BUILT SURVEY FOR
SEC 11 ) KINDER MORGAN ALTAMONT, LLC. - »
\ SECTION CORNER T o - i KINDER MORGAN ALTAMON’: LLC. ]
| _, BISEL GURR 4—-11A1 S
\ / & BARRETT 16—13-36 BIR
T TR 5 Bk SECTION 13, TOWNSHIP 3 SOUTH, RANGE 6 WEST
Y - g SALES UNITS 0,0?7 DUCHESNE COUNTY, UTAH 3 © ' '
A p b 7 ES UINTAH SPECIAL BASE & MERIDIAN
N =
/ ; R )
\ o “N’ﬁ\w ; ‘ 2 i,rN - g@?@?’zs" E szs?;v'cg ORI ‘ . £
/ A AV o ety sl
\ | 125 S EXISTING WELL PAD av e 2 Hrets B o Slo
\ . b L3 |S 49'0520" € 79.02° ) ‘ S|R
\ ‘“ ‘ [4 |5 524533 E 35.00° SCALE:] =300 2 LINE |BEARING DISTANCE
[5 |S 160952" £ | 58.06 S _d 5?0 i 21 igg'jgg; l:’ ;g;z I
\ 16 |5 21"1326” E 104.45° = NE1/4 SE1/4 S . ﬁ
‘ | L7 |5 081425" £ | 197.31 NELs 4 LS |S 893479 E 147.13
' S~ -7 | — =~ SALES UNITS [8__|S 045059" £ | 246.89 L4 [N 0000826 W _|50.57
\ - ' | (9 |S 0441°12" £ | 264.13 NOTE: L5 [N 03°5579" W _|78.15
@, ETAIL A~ NT. (AT 407456 19537 N 10 |S ordrar” £ 111.97° THE POSITION OF THE PIPELINE BETWEEN L6 |N 18'0047" W |128.32
o . | Love: 109'58°00.92131” W}NAD 83 (77 15 013830 W | 77053 L4—L9 WAS DETERMINED BY USING VISUAL L7 [N 3330719" w [103.30°
%, B B % \i ' : RCRCRFETY o BT Y EVIDENCES OF THE TRENCH L8 [N 60°2323" W _[104.6% il
(6] ' <« | 5 g m 0
\ : ! 357357 ; L9 [N 79°40'14" W |169.53
\ 7% | > i;j g éﬁ-ﬁﬁégu "’M’: ;gg'%, | ENDING PIPELINE STA 11+09.04
| ; 11490.04 T =
. e : LAT: 40°13°01.37028" N
X ‘ L15 |5 46'2559" W_| 120.08’ LONG: 110°30°23.39.333" W)BNADSJ
N WELL HEAD ‘ L16 |5 31°46°02" W 51.75 END STATION 11+80.04 BEARS
\'S \ L17 S 1101°12" W 89.31° N 39°16°28" W 2008.10" FROM
55 \ 18 |5 022049 F 497" THE SOUTHEAST SECTION CORNER
4 i S THIS SURVEY WAS PERFORMED USING GLOBAL
e \ U . - I L19 |S 092135 W | 3345 POSITIONING SYSTEM PROCEDURES AND EQUIPMENT
: THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED
% THIS SURVEY WAS PERFORMED USING GLOBAL S ) S - FROM G.P.S. OBSERVATIONS AT A SECTION CORNER
\ POSITIONING SYSTEM PROCEDURES AND EQUIPMENT T T o LOCATED AT LAT. 40°11'52.73335°N AND
s STATE G.P.S VIPTUAL REFERENGE STATION CONTROL
3 IS OF 7 P.5. Vi A
\ | y DERIVED FROM G5, CBSERVATIONS USING. THE | NETWORKC MANTAINED AND OPERATED BY THE
\ > ‘ UTAH STATE G.P.S. VIRTUAL REFERENCE STATION | BARRETT 16-13-36 BTR
\ ? CONTROL NETWORK MAINTAINED AND OPERATED BY
\ ° THE AUTOMATED GEQGRAPHIC REFERENCE CENTER
\ | o . ELL HEAD
. PIPELINE S SURVEYOR’S CERTIFICATE ‘ SURVEYOR'’S CERTIFICATE
\ SE1/4 NWi/4 EXISTING WELL PAD
. This is to certify that this plat was prepared from the field notes and | This is to certify that this plat was prepared from the field notes and
NORTH N ‘ | electronic data collector files of an actual survey made by me, or under A electronic data collector files of an actual survey made by me, or under
x . my personal supervision, of the pipeline shown hereon, and that this my personal supervision, of the pipeline shown hereon, and that this
% \\ plat accurately represents said survey to the best of my knowledge. | M SALES UNIT plat accurately represents said survey to the best of my knowledge .t
83_ % SCALE:1"=300" \\ BEGINNING PIPELINE STA 0+00.00 % A
N 300 0 300 [AT: 40°12'53.86828" N Ie o
S = \ ‘ ‘ RF LONG: 110°30°16.93424" W €
S \ | /ALLRED A
| 8 \ ‘ | N(13 DEC 13 A &
= P ~ =
1 \\.\ b 4 % Y 2 \\‘9‘*
2 E )37 | SE1/4 SE1/4 -
ol = \ | a4
! \ P -
(@] I \ | e e T
S5 [, é@ﬁ»’%‘},& Té%\,%@; ;‘;@%ﬁ’?ﬁ?ﬁ,ﬁ"‘w SURREREE, : \?7-3,) JERRY D. ALLRED, REGISTERED LAND SURVEYOR,
2l R | N\ ‘ ' N CERTIFICATE NO. 148951 (UTAH)
2 ‘ua : ‘ ~ COUNTY SURVEYORS FILE NUMBER.
B | AT 402438 93740 Nﬁ — | JERRY D. ALLRED AND ASSOCIATES X JERRY D. ALLRED AND ASSOCIATES
PL TIEZIN 4770 10 LONG: 109°58'04.61964” w§ NAD 83 X L\ SURVEYING CONSULTANTS [0 QUARTER CORNER SEC 13_\ SEC 18 SURVEYING CONSULTANTS
1235 NORTH 700 EAST——P.0. BOX 975 S 89°41°15" W 266523 SEC 24 % SEC 19 1235 NORTH 700 EAST——P.O. BOX 975
NE1/4 SW1/4 DUCHESNE, UTAH 84021 FOUND ALUMINUM CAP DUCHESNE, UTAH 84021
s g ‘ 13 DEC 2013 12-121-093 (435) 738-5352 AT SECTION CORNER 16 JAN 2014 12—121-123 (435) 738-5352
FOUND 1/2" REBAR
WITH PLASTIC CAP
% A s SHER | FIFELINE AS—-BULT SURVEY FOR FOUND ALUMINUM CAP ‘ PIPELINE AS—BUILT SURVEY FOR
- o . L AT QUARTER CORNER
s, ExsTNG WELL PaD | KINDER MORGAN ALTAMONT, LLC. L KINDER MORGAN ALTAMONT, LLC.
b k‘\\ %
%%\\ BEGINNING PIPELINE STA. 0+00.00 ‘ BARRETT 5-9D-36 BIR = BARRETT 12-36-36 BIR
o LAT: 40°13'59.26700" N
il 2 e b DUCHESNE COUNTY, UTAH NN NWi1/4 SW1/4 | UINTAH SPECIAL BASE & MERIDIAN
\ % ENDING PIPELINE STA. 0+46.69 ‘
LINE [BEARING DISTANCE \ LAT: 40°10°28.38730" N
BARRETT 5-9D-36 BTR | e e %5 e i Wj?NAo 83
(2 [s 2257712 w 28.97 NS
L3 |S 55'54724” W 35.45°
L4 [N 862452° W | 225.47 Lo AR SPELINE
L5 [N 89'1442” W 78.24° ) NORTH
(6 |S 6921°15" W 37.67 LR BARRETT 12-36-36 BTR
NORTH L7 |5 44'40°29” W 64.53 SEE DETAIL ‘
AARON WEYANT L8 |S 40°23'47" W 84.08° < SCALE:1"=300"
= PROPERTY L9 |s 28°28°02" W 36.03 | 300
~ NWi/4 SWi1/4 ‘ SCALE:1"=300" L10 _|[S 11°'58°25" W 44.05° |
300 0 300 L17 _|S 01’08’18 E 205.28’ ; WELL HEAD
L12_|S 002954° £ | 729.51° TANK BATTERY / ‘
. L13 |S 07°09°59" E 76.54" ;
3 L14_|S 172414 E 9.05° i RPN L S | LINE | BEARING DISTANCE
9 % / L1 |N 3659°08" W 43.47
RS 2|  BEGINNING PIPELINE STA. 0+00.00 | 15 [N 535325 F 3257
THIS SURVEY WAS PERFORMED USING GLOBAL Q| |LAT: 40°10'28.02596" N, fNAD 83 |
ly POSITIONING SYSTEM PROCEDURES AND EQUIPMENT o LONG: 110°31°07.79961" W
. - R I - " | THIS SURVEY WAS PERFORMED USING GLOBAL
of | 1 e e THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED g . POSITIONING SYSTEM PROCEDURES AND EQUIPMENT
O = FROM_G.P.S. OBSERVATIONS AT A SECTION CORNER . - —— — _——— — — — — —_—
2 LOCATED AT LAT. 40°11°52.73335"'N AND -+ / THE BASIS OF BEARINGS IS GEODETIC NORTH DERIVED
S LONG. 110°34°39.75017"W USING THE UTAH i) k FROM G.P.S. OBSERVATIONS AT A SECTION CORNER
S STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL © / LOCATED AT LAT. 40°11°52.73335"N AND
%) NETWORK MAINTAINED AND OPERATED BY THE 5 o LONG. 110°34°39.75017"W USING THE UTAH
AUTOMATED GEOGRAPHIC REFERENCE CENTER S »y RO STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL
w > X/ o NETWORK MAINTAINED AND OPERATED BY THE
o/ P o AUTOMATED GEOGRAPHIC REFERENCE CENTER
™ TIE-IN TO EXISTING -
7 i _ PIPELINE ' ’
s NDING PIPELINE STA 18424.38 R x | SURVEYOR'S CERTIFICATE
LAT: 40°13'45.25984" N JZNAD 3 54 o ) ) ) "
18+24.38 |LONG: 110°34'39.16951" W s o/ : This is to certify that this plat was prepared from the field notes and
SURVEYOR'S CERTIFICATE o, | electronic data collector files of an actual survey made by me, or under
J ) .'\\ ' | my personal supervision, of the pipeline shown hereon, and that this
b TIE=IN TO This is to certify that this plat was prepared from the field notes and ty ! plat accurately represents said survey to the best of my knowledge,
X EXISTING PIPELINE electronic data coflector files of an actual survey made by me, or under \ ‘
[ my personal supervision, of the pipeline shown hereon, and that this Foy
‘u‘gg plat accurately represents said survey to the best of my knowledge. ). / ‘
3' .1 148951 /
|y 1.1/ IF ;
a AARON WEYANT o it T /
2 PROPERTY .
|8 SW1/4 SW1/4 /
/8 |
i !
% JERRY D. ALLRED, REGISTERED LAND SURVEYOR, / JERRY D. ALLRED, REGISTERED LAND SURVEYOR,
‘. CERTIFICATE NO. 148951 (UTAH) CERTIFICATE NO. 148951 (UTAH)
" ! COUNTY SURVEYOR'S FILE NUMBER Zﬁ%ﬁg{)ogfr%ml“ \ COUNTY SURVEYORS FILE NUMBER:
SEC 8 SEC 9 f
. JERRY D. ALLRED AND ASSOCIATES /. SECTION CORNER , J JERRY D. ALLRED AND ASSOCIATES
SEC 17 % SEC 16 S 891632 E 5297.74° X SURVEYING CONSULTANTS SEC 356 § SEC 36 N 894817 £ 263367 — X SURVEYING CONSULTANTS
FOUND DUCHESNE COUNTY TO SECTION CORNER TO QUARTER CORNER
MONUMENT AT 1235 NORTH 700 EAST——P.0. BOX 975 SEC 2 SEC 1 1235 NORTH 700 EAST——-P.O. BOX 975
SECTION CORNER DUCHESNE, UTAH 84021 DUCHESNE, UTAH 84021
16 JAN 2014 12—121-131 (435) 738-5352 20 JAN 2014 12—121-135 (435) 738-5352

(]0(/(@ 5{,/:(/@0{'5 /:;/(i # 2927



